Classic Balances

Classic Balances

Accurate

Easy fo use

: Reliable

Simply Accurate

Built For Universal Use



Free your mind
With Simple Weighing Technology

Changes in temperature have a direct influence on the accuracy of your weighing
results. Although we cannot alter physics, with FACT we can eliminate these influences
automatically — and free your mind for more important tasks. With Classic Plus balances
from METTLER TOLEDO weighing becomes as worry-free as can be, leaving you sure of
one thing: accurate results, in any climate.

All balances offer the following:

pacr  Fully aufomatic adjustment with an infernal

weight.
Easy-to-use application programs High-grade chemical-resistant die-cast
A built-in as standard: METAL  gluminium housing reliably protects the
e Piece counting with simple reference weighing cell and electronics.
selection

Brilliant backlit display

* % weighin N
> Welghing 9 (except 0.01 mg models).

e Dynamic weighing with automatic
or manual starf

X "Free Factor" for multiplication and division T
= (except Classic balances).

Protective cover encloses the entire housing
preventing damage to the balance.

g Weighing results in different units: rs Standard RS232C inferface for connection
4 kg, g, mg, Ib, oz, ozt, GN, dwt, mo, m, fl. 232 to PC and printer.

Weighing process adapter with four different ==1™= Hook for weighing below the balance.
“‘ seftings assures optimal weighing performance.

Vibration adapter. Damps influences dus o OIML Certified versions of all models available.

vibrations and minor shocks, even in difficult
environments (except Classic balances).

o



Accurate

Our Classic Plus balances feature FACT, the Fully Automatic
Calibration Technology from METTLER TOLEDO. FACT
automatically initiafes the adjustment of your balance with
internal weights whenever temperature changes risk
affecting the accuracy of your weighing results. You benefit
twice: firstly, you are sure that your measurements are
accurate under all conditions and, secondly, FACT saves
you fime and worry because you can forgef those time-
consuming checks using external weights or a manually-
triggeredinternal adjustment.

Eusy to use

The clear menu with easy-fo-use application programs, a
brilliant backlit display and simple cleaning make these
balances ideal to work with every day.

Reliable

All Classic Level balances are designed for a long service
life. Rugged metal housing, durable sensor keys and
overload protfection guarantee strong performance in
laboratories as well as in harsh industrial environments.

Flexible with Free Factor

The "Free Factor" function might be used fo multiply, in
order calculate the price of say material weight directly.
Alfernatively, fo divide, in order calculate the weight per
defined unit.

nsor def Vi

e f alue
ermissible tolerance limi

automatically any firr

- above or below the p

ts.

Weight displayed

Upper limit

Weight

Lower limit

Time

"Free Factor" for multiplication and division
(except Classic balances).




Our line-up, your choice

Classic Plus

Readability Max. capacity Model Adjustment  MonoBloc Repeatability Linearity ~ Weighing pan (mm)
0.01 mg 31g/120g " AB135-S/FACT FACT 0.03 mg/0.1 mg 0.2 mg
619g/220g " AB265-S/FACT FACT 0.03 mg/0.1 mg 0.2 mg
514 AB54-S/FACT FACT u 0.1 mg 0.2 mg
0.1 mg 110 g AB104-S/FACT FACT u 0.1 mg 0.2 mg DY
220 g AB204-S/FACT FACT 0.1 mg 0.2 mg
320 g AB304-S/FACT FACT ] 0.1 mg 0.4 mg
161 g PB153-S/FACT FACT [ 0.001 g 0.002 g
310g PB303-S/FACT FACT [ 0.001 g 0.002 g
0.001 g 60g/310g ? PB303-SDR/FACT FACT [ 0.001g/0.008 g 0.01g @100
410 g PB403-S/FACT FACT u 0.001 g 0.002 g
510 g PB503-S/FACT FACT ] 0.001 g 0.002 g
610 g PB602-S/FACT FACT [ 0.01g 0.02 g
15610 g PB1502-S/FACT FACT [ 0.01g 0.02 g
001g 3100 g PB3002-S/FACT FACT [ 0.01g 0.02 g @180
600 g/3100 g » PB3002-SDR/FACT FACT [ 0.01g9/0.08 g 0.1g
4100 g PB4002-S/FACT FACT n 0.01g 0.02 g
1510 g PB1501-S/FACT FACT [ 0.08 g 0.1g
0.1g 3100 g PB3001-S/FACT FACT [ 0.08 g 0.1g
5100 g PB5001-S/FACT FACT [ 0.08 g 0.1g 180 x180
8100 g PB8001-S/FACT FACT [ 0.08 g 0.1g
19 8100 g PB8000-S/FACT FACT [ 08¢ 1g
Classic
Readability Max. capacity Model Adjustment  MonoBloc Repeatability Linearity Weighing pan (mm)
0.01 mg 619/220g " AB265-S Cal Int 0.03 mg/0.1 mg 0.2 mg
51¢g AB54-S Cal Int [ 0.1 mg 0.2 mg
0.1 mg 110g AB104-S Cal Int [ 0.1 mg 0.2 mg @ 80
220 g AB204-S Cal Int 0.1 mg 0.2 mg
320 g AB304-S Cal Int n 0.1 mg 0.4 mg
151 g PB153-L Cal Ext u 0.001 g 0.002 g
0.001 g 310 g PB303-L Cal Ext [ 0.001 g 0.002 g @100
60 g/310g ? PB303-LDR Cal Ext ] 0.001 g/0.008 g 0.01g
610 g PB602-L Cal Ext [ 0.01g 0.02 g
001g 156109 PB1502-L Cal Ext [ 0.01g 0.02 g
3100 g PB3002-L Cal Ext [ 0.01g 0.02 g
600 g/3100 g ? PB3002-LDR Cal Ext ] 0.01g/0.08 g 0.1¢g
1510 g PB1501-L Cal Ext [ 0.08 g 0.1g @180
0.1g 3100 g PB3001-L Cal Ext [ 0.08 g 0.1g
5100 g PB5001-L Cal Ext [ 0.08 g 0.1g
8100 g PB8001-L Cal Ext [ 0.08 g 0.1g
149 8100 g PB8000-L Cal Ext n 084 149
8100 g SB8001 Cal Ext u 0.1g 029
12100 g SB12001 Cal Ext [ 0.1g 03¢
0.1g 16100 g SB16001 Cal Ext [ 0.1g 03¢
3200 g/16100 g 2 SB16001DR Cal Ext [ 0.1g/06g 0.3g/05¢g
4800 g/24100 g ? SB24001DR Cal Ext [ 0.1g/06g 0.3g/05¢g 349 x 232
6400 g/32100 g 2 SB32001DR Cal Ext [ 0.1g/06g 0.3g/056¢g
8100 g SB8000 Cal Ext u 054 05g
149 16100 g SB16000 Cal Ext [ 05¢g 05¢g
32100 g SB32000 Cal Ext ] 05¢g 05¢g
FACT Fglly out_omo’ric adjystment Y pual Fine range from 0-28% of the weighing range,
with an internal weight Range depending on the model
cal Adjustment af a keystroke ? pelta Ten fimes higher readability over the enfire weighing
Int with an internal weight Range range at a keystroke. Depending on the model, this

cal Adjustment with external

Ext  weights

MonoBloc
inside

fine range covers up to 20% of the coarse range

MonoBloc weighing technology for fast and accurate

results



What always counts:
Simple design and extremely rugged

construction for an exceptionally long life.

Rugged

sensor keys
Practically non-
wearing, especially
easy to clean.

—-
- =

Protection guaranteed
Upper and lower housing is made
of chemical-resistant die-cast
aluminium. Additional protection
is provided by the in-use cover.

Tough stuff

Built-in shock and overload
protection for durability
without compromise.

ServiceXXL

Tailored Services

Service tailored to your needs
Benefit from the many years of
METTLER TOLEDO experience
and global knowledge. We offer
reliability and long life for your
balance. A service which
quickly pays for itself.

Find more information at
www.mt.com/service

"\

Protected plug

with interfaces

The housing reliably
profects the AC adapter
and RS232C port
against spilt samples.

Built-in adjustment weight
All models (except PB-L) are
equipped with an internal
adjustment weight.

High-performance weighing
MonoBloc weighing technology for fast
and accurate results.



Accessories for Classic balances from METTLER TOLEDO
make specific applications even easier.

LC-P45 Printer
' Order No. 00229119
Applications:
e Statistical functions
e Totfaling results
e Multiplication and division

RS-P26 Printer

Order No. 12120788

Applications:

e Ergonomically designed operation
keys like Zero, Date/Time, Feed,
Print

USB-232 Cable

Order No. 11103691

The USB-232 converter is an
expansion module that
connects to a PC USB port.

Density kit

Order No. 00033360
For determining the
density of solids.

LabX direct balance
Order No. 11120340
Simple data input by
connecting the balance
fo a PC.

Anti-theft device
Order No. 00590101
Steel cord with lock
secures the balance.

AccuPac B-S

Order No. 21254691

For porfable weighing. Rechargeable
external power supply up to 18 hours
of operation.

RS/LC-BLD aux. display
Order No. 00224200
On bench stand with

a backlit LC display.

Weights

4 Weight for fests and adjustments.
W Guaranteed traceability.

» www.mt.com/weights

RS232 auxiliary display

Order No. 12120057

The backlit auxiliary display can be
placed elsewhere.

If your balance is used in a
regulated environment or if the
emphasis is on productivity,
we recommend balances from
our Excellence Level.

Excellence Plus XP Excellence XS

www.mt.com/classic

For more information

Quality certification.

Mettler-Toledo AG Development, production and auditing in

Laboratory & Weighing Technologies accordance with ISO 9001.
CH-8606 Greifensee, Switzerland Environmental management system in
Tel. +41-44-944 22 11 accordance with ISO 14001.

Fax +41-44-944 30 60

S e rV i C exx L zl)vuor"sttlavr\:/iicrl;z ﬁ:tl\'/vv:)c:(.guorantees

maximum availability and service life of

Subject fo technical changes Tailored Services yourproduct.
© 01/2007 Meftler-Toledo AG
Printed in Switzerland 11795499 “Communauté Européenne”.
c € This CE label is your guarantee that our
products conform to the latest European

guidelines.





<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (Europe ISO Coated FOGRA27)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


